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Blink’s Mode 3 (AC) 1X22 is portable and suitable for parking lots, shops, workplaces, hotels, public spaces and also in 
cases where space is limited. The model complies with all applicable European directives and meets all CE marking 
requirements.
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EQ 200
AC Charger 

RELIABILITY   SPARENESS   ERGONOMIC DESIGN
EQ 200 - Benefits
• Wired or Wireless connection for easy use
• LED status indicators for each socket
• Weather protected enclosure
• Increased reliability

Product Details

Charger type                              Level 2/Mode 3
Number of sockets                    1 
Power per socket                       22kW AC
Type of cables                            Type 2 (IEC 62196-2)
Supply                                        230 AC 1ph+N+PE 50Hz 
                                                    400V AC 3ph+N+PE 50Hz
Rated current                            32A
Protection class                         IK10 (IEC 62262)
                                                    IP54 (IEC 60529)
Operating temperature            -35°C έως +50°C
Humidity                                    95%
Mounting                                   On wall & on pillar
Dimensions                                248 x 426 x 165 
Weight                                       5kg
Energy metering                       1 x MID Meter
Communication                         Bluetooth 
                                                    Wifi (AP & Client) 
                                                    Ethernet (WAN + LAN, router) 
                                                    2G / 4G / LTE
Communication protocol         OCPP 1.6J 
                                                    OCPP 2.0.1 
Charge Control                          RFID (IEC 14443 A/B, ISO 15693) 
                                                    Mobile App
Certification Type                     CE
Guarantee                                  2 years 
                         


